
50:1 50:1

L

15'-0"

FILL SECTION

WIDTH
DITCH

2.0'

3:1

CUT SECTION

15'-0"

C PROPOSED TRACK (-L-)

WIDTH
DITCH

2.0'

3:1 CUT SECTION

FILL SECTION

LC PROPOSED TRACK (-L-)

LC EXISTING TRACK

15'-0"

7'-0" MIN.

WIDTH
DITCH

2.0'

2'-0" (MIN.)2'-0" (MIN.)

2'-0" (MIN.)

50:1

3:1

3:1

CUT SECTION

FILL SECTION

EXISTING GROUND

EXISTING GROUND

2

EXISTING GROUND

1:
1

2'-3" MIN.

(SEE NOTE 2)

CROWN
SUB-BALLAST 3:1 (TYP.)

(SEE NOTE 1)

3:1
 (TYP

.)

(SEE N
OTE 

1)

NOTES

VARIES 75'-4" TO 110'-0" VARIES 0'-0" TO 110'-0"

PROP. ROW

PROP. ROW

PROP. ROW

VARIES 0'-0" TO 110'-0"

CSXT
CONSTRUCTION BY

TRACK AND BALLAST

(SUB-BALLAST)
6" COMPACTED ABC

(SUB-BALLAST)
6" COMPACTED ABC

LC PROPOSED TRACK (-L-)

LC EXISTING TRACK

40'-0"

7'-0" MIN.

WIDTH
DITCH

2.0'

2'-0" (MIN.)

50:1

3:1

3:1

CUT SECTION

FILL SECTION

EXISTING GROUND

EXISTING GROUND

1:
1

2'-3" MIN.

(SEE NOTE 2)

CSXT
CONSTRUCTION BY

TRACK AND BALLAST

(SUB-BALLAST)
6" COMPACTED ABC

-L- STA. 132+50 TO STA. 136+22.85
-L- STA. 9+25 TO STA. 13+00

TYPICAL SECTION #1  -  TURNOUT MATERIAL LAYDOWN PADS

CSXT
CONSTRUCTION BY

TRACK AND BALLAST

-L- STA. 130+48 TO STA. 132+50
-L- STA. 13+00 TO STA. 14+28

TYPICAL SECTION #2  -  PROPOSED TRACK (-L-) ADJACENT TO EXISTING TRACK

-L- STA. 39+58.55 TO STA. 130+48
-L- STA. 22+62.90 TO STA. 38+26.84

-L- STA. 14+28 TO STA. 21+51.24

TYPICAL SECTION #3  -  PROPOSED TRACK (-L-)

VARIES 0'-0" TO 11'-10"

VARIES 11'-9" TO 22'-1"

2'-3" 

-L- STA. 55+20 TO STA. 56+75
-L- STA. 22+35 TO STA. 24+25
-L- STA. 18+50 TO STA. 21+75

AS FOLLOWS:
4. UNDERCUT TO DEPTH AND WIDTH AS COORDINATED WITH ENGINEER 

PLACEMENT AND COMPACTION REQUIREMENTS.
3. SEE SPECIAL PROVISIONS FOR ABC (SUB-BALLAST)

CONDITIONS AS DETERMINED BY THE CSXT REPRESENTATIVE.
2. ACTUAL LOCATION OF EXCAVATION IS TO BE BASED ON FIELD 

-L- STA. 102+00 TO STA. 105+00 (LT)
-L- STA. 55+00 TO STA. 56+50 (LT & RT)
-L- STA. 22+62 TO STA. 25+50 (LT & RT)
-L- STA. 18+00 TO STA. 21+54 (LT & RT)

LEFT AND/OR RIGHT SIDE AS FOLLOWS:
1. EMBANKMENT TO BE CONSTRUCTED WITH A 2:1 SIDE SLOPE ON THE 

SEE DETAIL 2E FOR LOCATIONS
ROCK EMBANKMENT

SEE DETAIL SHEET 2F FOR LOCATIONS
EMBANKMENT SURCHARGE 

VARIES 50'-0" to 84'-0"

VARIES 4'-0" to 16'-6"

SEE NOTE 4. 
UNDERCUT

STA. 55+20 TO STA. 56+75
GEOTEXTILE FOR SOIL STABILIZATION

E
E

R

FES ONA
L

NG
R

N

N

P
O

SI

INE

O
RT

H CAROLI

A

SEAL

037992

     
 

 

    
 
 

 
R

EI
N

REV .P 
YE

R
O

C

E
E

R

FES ONA
L

NG
R

N

N

P
O

SI

INE

O
RT

H CAROLI

A

SEAL

15764

J A M
 E S  A.  

B Y 
R 

D

NC License No: C-1554

Raleigh, North Carolina 27609

343 E. Six Forks Road, Suite 200

HNTB NORTH CAROLINA, P.C.
SHEET NO.PROJECT REFERENCE NO.

HYDRAULICS

ENGINEER ENGINEER

R/W SHEET NO.

6
:2

7
:5

1 
P

M
..
.\

5
5
6
2
4
_
p
e

m
b
r
o
k
e
_
p
s
h
_
0
2
.d

g
n

$
$
$
$

U
S

E
R

N
A

M
E
$
$
$
$

RAILROAD DESIGN

P-4900A

DATE: JANUARY 19, 2015

DocuSign Envelope ID: D55D29F6-B512-4B7D-A492-DAB88F2B59D3

1/21/2015 1/21/2015 

https://trust.docusign.com
https://trust.docusign.com

		2015-01-21T11:20:16-0800
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




